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Research and development of solar-cell devices based on chalcopy-
rite-type absorber layers has been conducted for more than 40 years.
Since often in science, past ﬁndings and knowledge fall into oblivion if
reported too long ago, it was the motivation of a special session orga-
nized at the recent 2016 E-MRS Spring Meeting (Symposium V on
“Chalcogenide Thin-Film Solar Cells”) to have a retrospective view of
some important milestones and key developments in chalcopyrite-
type solar cell absorber layers and corresponding devices. The presenta-
tions by the coauthors of this paper during the special session,which in-
cluded also video recordings of colleagues absent at the session, were(D. Abou-Ras).focused describing the circumstances and issues relevant at that time,
while looking back to the evolution of the ﬁeld. Unfortunately, the cir-
cumstances allowed for only limited contributions in terms of number
and time.
The presentations started with the invention of CdS/CuInSe2 photo-
detectors and solar cells in 1974, via thin-ﬁlm solar cells with the same
structure, to CdS/Cu2S and CdS/Cu(In,Ga)(S,Se)2 cells on the laboratory
scale and early phase of industrial efforts. Other presentations on differ-
ent topics included unintentional incorporation of Na in Cu(In,Ga)Se2
introduced from soda-lime glass substrates, native point defects in the
absorber materials, transition from evaporated CdS to chemical-bath-
deposited buffer layers, insight into industrial developments, and
the challenges of CuInS2 solar cells. The intentwas not to give a compre-
hensive review of the ﬁeld, but only a selection, limited mostly to the
activities of the presenting authors. Therefore, various important
Fig. 1. Stacking sequence of CdS/Cu2S solar cellwith a front-wall design (adapted fromRef.
[14]).
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limited selection of retrospective factual views.
2. Invention of the ﬁrst photodetectors and solar cells based on CdS/
CuInSe2 heterojunctions
In the beginning of the 1970s, the development of light-emitting di-
odes was a hot topic in semiconductor device research. At that time, S.
Wagner and colleagues at Bell Telephone Laboratories developed
green light-emitting diodes based on heterojunctions made of n-type
CdS and p-type CuGaS2 [1], which exhibits a band-gap energy of
2.5 eV. Since GaAs lasers (photon energy of 1.4 eV) were also studied
at that time as light sources for ﬁber optics, S. Wagner and colleagues
were looking for semiconductor materials with band-gap energies of
about 1 eV, to fabricate photodetectors for the GaAs lasers. This is how
CuInSe2 came into focus. Based on the CdS/CuGaS2 heterojunctions,
which they had already fabricated, S. Wagner and colleagues invented
the CdS/CuInSe2 heterojunction photodetector [2].
After measuring the quantum-efﬁciency spectrum over the entire
wavelength window, S. Wagner and colleagues realized that what
they had produced performed well as a solar cell [3]. Thus, they started
paying attention to raising the open-circuit voltage (Voc), reducing the
series resistance, and evaluating complete photocurrent-voltage char-
acteristics. With just a few experiments, they demonstrated a conver-
sion efﬁciency of 12% [4].
The CdS/CuInSe2 heterojunctions were based on what appeared
under the optical microscope to be CuInSe2 single crystals. They were
ultra-precious, since their growth in sealed quartz ampoules by hori-
zontal directional solidiﬁcation of stoichiometric melts took several
weeks. The melt crystallized by random nucleation on the quartz wall,
with the largest crystallites forming at the top of the boule, with (112)
Se surfaces. The largest crystals were selected by visual inspection and
then cut out in ~1-mm-thick pieces, with ~1 mm2 surface areas of the
single crystals. The crystals were polished, etched, annealed in Se
vapor to raise the p-type conductivity, polished and again etched. The
diode was completed by coevaporation of Cd and S to form a 5–10-
μm-thick CdS layer. After electroless deposition of Au for the CuInSe2
back contact and soldering indium as a front contact to the CdS layer,
the device was evaluated.
First, current-voltage, capacitance-voltage, and quantum efﬁciency
measurements were conducted at zero-to-low bias voltages. Then, the
applied voltage was increased to see how far it was possible to go into
forward and reverse bias, until the device shorted. Since theCuInSe2 sin-
gle crystal was so precious, it was recycled by stripping the In contact
and the CdS layer, and by etching the CuInSe2 crystal to obtain a fresh
surface for fabricating a newdiode. The devicewas the result of a typical
Bell Labs interdisciplinary collaboration: Horst Kasper grew the CuInSe2
crystals, Joe Shay and Piero Migliorato were solid-state physicists who
learned device physics on the ﬂy, and Sigurd Wagner fabricated the
solar cells.
In 1974, the CdS/CuInSe2 heterodiodewas one of four solar-cell con-
cepts that realized power-conversion efﬁciencies of N10%. Further re-
search on solar cells with chalcopyrite-type semiconductors included
Cu2CdSnS4, a forerunner of earth-abundant semiconductors, in the
CdS/Cu2CdSnS4 heterojunction [5].
3. First thin-ﬁlm solar cells based on CdS/CuInSe2 heterojunctions
Soon after the success of S. Wagner and colleagues, in 1976, L.L.
Kazmerski, then at University of Maine, demonstrated 4–5% conversion
efﬁciency for CdS/CuInSe2 solar cells based on CuInSe2 thin ﬁlms depos-
ited by evaporation from CuInSe2 and Se sources [6]. In 1980, R.A.
Mickelsen and W.S. Chen from Boeing Aerospace Company won a pro-
posal with the Solar Energy Research Institute (which became later
the National Renewable Energy Laboratory) in Golden, CO, U.S.A.
These researchers based the proposed development of CdS/CuInSe2thin-ﬁlm solar cells on earlier work that they had performed on Cu2S/
CdS solar cells (see Section 4 below) under NASA contract. Like other re-
searchers at that time, they found that CdS/Cu2S devices would decom-
pose under bias. One of the ideas Mickelsen and Chen had to stabilize
these devices was introducing impurities into the crystal, of which one
option was In. Combining this approach with the earlier work by L.L.
Kazmerski described above (who used evaporation of CuInSe2 from
the compound), they proposed coevaporation from the elements as a
technique to obtain better control of the process. Thus, Mickelsen and
Chen demonstrated the ﬁrst 10% efﬁcient CuInSe2 thin-ﬁlm solar cell
in 1982 [7].
Until 1985, the conversion efﬁciencies of CuInSe2/CdS solar cells
were improved to almost 12%, mainly by using (Cd,Zn)S instead of
CdS as n-type counterpart to the p-type CuInSe2 [8]. Soon thereafter,
Mickelsen, Chen, and colleagues demonstrated the ﬁrst Cu(In,Ga)Se2
thin ﬁlm solar cells with conversion efﬁciencies of N10%, using a [Ga]/
([Ga] + [In]) ratio of 0.25 [9]. Adding Ga to CuInSe2 provided ﬂexibility
to either fabricate absorber layers with band-gap energiesmatching the
solar spectrum (low Ga concentrations) or to produce high-gap part-
ners for CuInSe2 in a tandem solar-cell device (high Ga concentrations).
The conversion efﬁciencies for CuInSe2 and Cu(In,Ga)Se2 thin-ﬁlm solar
cells were improved to 14.1% and 12.9% by Mitchell et al. at ARCO Solar
[10], mainly by reducing the thickness of the evaporated CdS buffer
layer from few μm to about 50 nm, and by using a 1.5–3-μm-thick ZnO
window layer.
As an interesting incident during the initial development period of
Cu(In,Ga)Se2 thin ﬁlm solar cells at Boeing Aerospace Company, the
power packs for the substrate heaters on the Cu(In,Ga)Se2 evaporation
system failed. The power thyristors shorted, and a thermal run-away
in the systemoccurred. At that time, the solar-cell stackswere deposited
on borosilicate glass. The substrate temperature went very high, much
higher than normal. When the Cu(In,Ga)Se2 thin ﬁlms were imaged
by electron microscopy in cross-section, the researchers found that
the grain sizes were much larger than normal. This incident gave rise
to growth recipes for Cu(In,Ga)Se2 thin ﬁlmswithmuch higher temper-
atures than commonly used for CuInSe2 at that time.
4. Development of CdS/Cu2S and CdS/CuInS2 thin-ﬁlm solar cells
It is noteworthy that in the two decades before the ﬁrst CdS/CuInSe2
photodiodes were produced, a related technology had already been de-
veloped and studied intensively by several research groups. In 1954, the
photovoltaic effect was found in rectiﬁers composed of Cu contacts and
CdS single crystals [11], at about the same time that Si homojunction
solar cells were ﬁrst reported [12]. Initially, CdS-based photovoltaic
thin-ﬁlm devices relied on a heterojunction of Cu2O and CdS, with illu-
mination through the rather thick (up to 100 μm) CdS layer (the
backwall conﬁguration). During the subsequent years, the design of
CdS thin-ﬁlm solar cells was modiﬁed by the deposition of thin (few
4 D. Abou-Ras et al. / Thin Solid Films 633 (2017) 2–12μm) p-Cu2S layers on the n-CdS layers (see stacking sequence given in
Fig. 1) and by switching to a frontwall conﬁguration (illumination
through the Cu2S layer). Most of the incident light is absorbed in the
Cu2S layer (band-gap energy of about 1.2 eV [13]).
Both the Si and CdS/Cu2S technologies were considered equally im-
portant owing to the demonstrated conversion efﬁciencies of 5–8% (for
CdS/Cu2S in the 1960s [15,16]).While the Si devices soon showed prog-
ress towards 10% and higher efﬁciencies, theywere also found to be vul-
nerable to radiation damage, which was a substantial problem for
application of these devices in space, e.g., on satellites. Similar to other
thin-ﬁlm technologies developed during that time, such as CdTe solar
cells [17], CdS/Cu2S heterojunction deviceswere demonstrated to be in-
herently far more stable to the whole spectrum of proton and electron
radiation in space environment (see Ref. [18] and references therein).
Until the 1980s, conversion efﬁciencies of up to N9% were achieved
with CdS/Cu2S solar cells [19], and N10% by the addition to Zn to the
CdS layer [20]. However, as heterojunction devices, CdS solar cells ex-
hibit substantial limitations on their device performances via trapped
charge densities near the CdS/Cu2S interface, which causes a persistent
increase in junction capacitance (photocapacitance) and plays a signiﬁ-
cant role in determining carrier transport properties [21]. Also, the Cu2S
layer was found to decompose into other, Cu-poorer Cu-S phases for
bias voltages of larger than about 0.3 V [22], leading to an intermediate
Cu-S layer between Cu2S and CdS with a larger band-gap energy
(1.8 eV) than that of chalcocite Cu2S (1.2 eV), hence substantially dete-
riorating the p-n junction performance [23].
Asmentioned above in Section 3, one solution to this problemwas to
introduce indium to the Cu-S compound, in order to stabilize the struc-
ture. This approach led to the development of CdS/CuInS2
heterojunctions, which were considered as promising alternatives to
CdS/CuInSe2 heterojunctions (Section 3) and will be discussed in the
following.
A ﬁrst report on this topic was published by L.L. Kazmerski et al. in
1975 [24], encouraged by their work on CuInSe2 (see Section 3). Apart
from solving the problem of stabilizing the structure of Cu2S/CdS p-n
junctions, their motivation was also to replace costly Se and to obtain
devices with larger band-gap energies in the absorbing layers. Achiev-
ing a conversion efﬁciency of 10% was considered a challenging mile-
stone. However, ﬁrst devices were far below this performance level
[25]. In 1988, solar cells based on mm-sized CuInS2 crystals in contact
with a redox electrolyte came close to this milestone (conversion efﬁ-
ciency of 9.7% [26]), while a patent on this device concept was issued al-
ready in 1979 [27]. However, it was not possible to grow crystals
reproducibly by this speciﬁc technique.
In 1993, the milestone of 10% conversion efﬁciency was reached
eventually by a joint effort of scientists at the Hahn-Meitner Institute,
Berlin (nowHelmholtz-Zentrum Berlin) and at the Institute for Physical
Electronics, University of Stuttgart, Germany. A Cu-rich ([Cu]/[In] N 1),
coevaporated CuInS2 ﬁlm with standard CdS/ZnO emitter exhibited a
conversion efﬁciency of 10.2% [28], but at the same time also a large
Voc deﬁcit (i.e., difference with respect to the corresponding value at
the Shockley-Queisser limit [29]) of about 0.8 V. Secondary phases of
Cu-S due to Cu-excess were etched away by cyanide treatment prior
to emitter deposition [30]. Soon it became clear that ZnO/CdS/CuInS2
photovoltaic devices were limited by enhanced recombination at the
CdS/CuInS2 interface – unlike the Cu(In,Ga)Se2 devices, which, at that
time, exhibited conversion efﬁciencies of around 15% with a Voc deﬁcit
of only about 0.5 V (see also the further sections below). Attempts to
copy the concept of Cu-poor ([Cu]/[In] b 1) growth applied for CuInSe2
thin ﬁlms failed because of the very low resulting conductivity [31] and
Cu-Au defect ordering [32], leading to enhanced recombination [33] in
the CuInS2 layers.
Further progress with CuInS2 grown under Cu-rich conditions was
achieved by the application of sequential phase formation [34] and by
the addition of Ga [35]. The company Sulfurcell (later Soltecture) in Ber-
lin, Germany, was able to commercialize the CuInS2 technology in full-size modules with conversion efﬁciencies of around 10% [36]. In the
meantime, the Asahi Kasei group revised the Cu-poor Cu(In,Ga)S2 for-
mation with the aim of avoiding the cyanide treatment prior to emitter
deposition [37,38]. These colleagues achieved around 10% conversion
efﬁciency, for which an increase in conductivity by Na doping and Ga
addition appeared to be the key. It was not until 2015 that this effort
was resumed by scientists from Solar Frontier, Japan, who reached the
next milestone of 15% by detailed growth optimization and a novel
ZnMgO buffer layer [39]. The Voc deﬁcit was reduced to 0.6 V. This result
may now lead to revived interest in Cu(In,Ga)S2 solar cells.
5. A short history of point defects in Cu(In,Ga)Se2
In the previous sections, research and development of
Cu(In,Ga)(S,Se)2 solar cells has been described as driven by the goal to
improve the conversion efﬁciency. Fundamental studies on the elec-
tronic structure of Cu(In,Ga)(S,Se)2 absorber layers themselves had
been rare and not very systematic until the late 1990s. One evident rea-
son for this fact is that understanding the electronic defects may lead to
substantial improvement of the device performance only very indirectly
and with a long delay. However, the Cu(In,Ga)(S,Se)2 material used in
solar cells – a solid solution of CuInSe2, CuGaSe2, CuInS2, and CuGaS2,
which is Cu-poor (i.e., substoichiometric with [Cu]/([In] + [Ga]) b 1)
and highly compensated – is not really suitable for (optical) defect
spectroscopy.
Nevertheless, there is a growing insight into the importance of shal-
low defects, which govern the doping levels of the Cu(In,Ga)(S,Se)2 ab-
sorber and thus the p-n junction formation, as well as deep defects
which are responsible for recombination of photogenerated carriers as
well as for metastable behavior of the solar cells. Comprehensive re-
views on this topic can be found in Refs. [40] and [41]. In the present
overview, we will concentrate on shallow (doping) defects in
Cu(In,Ga)Se2.
In contrast to Si, the doping behaviors of CuInSe2 and CuGaSe2 are
dominated by intrinsic defects, i.e., cation antisite defects, vacancies,
and interstitials. A speciﬁc property of CuInSe2 and CuGaSe2 compounds
is that their ternary characters give rise to extremely low defect forma-
tion energies [42]. Shallow (doping) defects are usually investigated by
photoluminescence (PL) spectroscopy or by the activation energies de-
termined fromHall measurements. The interpretation of corresponding
measurement results is easier when obtained on ternary compounds
(i.e., CuInSe2 and CuGaSe2), because the alloy disorder present in
Cu(In,Ga)Se2 can be avoided [43].
Unfortunately, energy values for defect levels in CuInSe2 and
CuGaSe2 single crystals or thin ﬁlms reported in the literature [40] al-
most ﬁll the whole energy ranges of the corresponding band gaps.
One problem in the interpretation of PL measurements is that the Cu-
poor ([Cu]/[In] b 1) Cu(In,Ga)Se2 layers used in high-efﬁciency solar
cells do not exhibit narrow transitions in the PL spectra, which may be
interpreted in terms of defect levels, but rather a broad, red-shifted lu-
minescence peak, even at low temperatures. Already in early 1976
[44], it was discussed that this broad luminescence peak in CuInSe2 is
due to potential ﬂuctuations, and rediscovered in 1998 during PL inves-
tigations inMeyer's lab at the University of Giessen, Germany, when an-
alyzingCu(In,Ga)Se2 absorbers fabricated at the company Siemens Solar
(now Avancis) [45]. Defect spectroscopy on CuInSe2 with narrow PL
lines is only possible on layers grown under Cu-rich ([Cu]/[In] N 1) con-
ditions [46]. The same behavior was found in Cu-poor and Cu-rich
CuGaSe2 [47].
Still, on the Cu-rich side of both materials, several different transi-
tionswere detected in different samples, whichmade the interpretation
difﬁcult in terms of defect energies. Clariﬁcation of this dependence of
defect levels on the process conditions was possible by using epitaxial
ﬁlms grown in the Siebentritt group (in M.C. Lux-Steiner's department
at Hahn-Meitner Institute, Berlin) by metal organic vapor epitaxy, by
which the composition can be well controlled. It was shown that both,
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one shallow donor [40,48,49]. For both materials, the shallowest accep-
tor dominates near stoichiometry ([Cu]/([In] + [Ga]) = 1) and disap-
pears with increasing [Cu], whereas the second acceptor increases
with increasing [Cu]. The third acceptor is rather composition indepen-
dent and has been related to structurally damagedmaterial [50]. All de-
fects exhibit energy levels which are slightly deeper in the band gap for
CuGaSe2 than for CuInSe2.
Although a corresponding analysis is difﬁcult for Cu(In,Ga)Se2 since
alloy disorder broadens the emission peaks in the PL spectra, it seems
that a continuous transition exists between defect energies (see Fig. 2)
[43]. For the interpretation of the chemical nature of these defects, com-
parison with calculations based on ab-initio density functional theory is
necessary [42]. Here, the discussion is still ongoing, with substantial im-
provements concerning the applied functionals in the recent years [51,
52,53,54]. Structural, experimental evidence is available for the Cu va-
cancy VCu as well as for the InCu antisite defect and the Ga interstitial
Gai [55,56], and also for a VSe-VCu double vacancy [57], which has been
reported to be the origin for various metastabilities in Cu(In,Ga)Se2
[58,59].
In addition to intrinsic defects, doping in Cu(In,Ga)Se2 thin ﬁlms can
be inﬂuenced by defects related to impurities. These may be intention-
ally introduced [60] or diffuse into the layers from the substrates of the
solar-cell stacks (e.g., Na, O, and K from soda-lime glass; Fe from steel
foils); see also Section 6 below. Charged point defects play an important
role on surfaces of CuInSe2 and CuGaSe2 thin ﬁlms, where they stabilize
polar conﬁgurations by atomic reconstructions [61]. Similar reconstruc-
tions have also been identiﬁed to occur at planar defects (i.e., stacking
faults, randomly-oriented grain boundaries) in polycrystalline
Cu(In,Ga)Se2 thin ﬁlms (see Ref. [62] for a recent review on thismatter).6. The role of alkali metals in Cu(In,Ga)Se2 solar cells: from the old
Boeing days to the present
Apart from native point defects in Cu(In,Ga)Se2 treated in the previ-
ous section, defects related to impuritiesmay also affect the photovolta-
ic performance of Cu(In,Ga)Se2 solar cells. A particular role is played by
Na, which can diffuse into the growing Cu(In,Ga)Se2 layer when using
substrate materials such as (e.g.) soda-lime glass, from a precursor
layer (e.g., NaF) deposited between the substrate and the Mo back con-
tact, or via a post-deposition treatment (for an overview, the reader is
referred to the very good work by D. Rudmann [63]).
Experiences with the effects of Na on the growth of CuInSe2 thin
ﬁlms were already obtained at Boeing Aerospace Company in the
1980s. At that time, B.J. Stanbery and coworkers implemented mono-
lithic integration in the solar-cell stack for module production [64],Fig. 2. Shallow acceptor (A1, A2, A3) and donor (D) levels, with energy differences given
with respect to the valence and conduction band edges, determined by means of
photoluminescence spectroscopy on Cu(In,Ga)Se2 layers grown at four [Ga]/
([In] + [Ga]) ratios.
(Adapted from Ref. [43].)and they used borosilicate glass substrates (not containing Na). In
order to selectively etch the molybdenum to form the P1 base metal
contact isolation pattern, these colleagues used, among other etchants,
a hot aqueous solution of NaOH. They observed that this etching solu-
tion lifted the photoresist off at the end of theMo etching process, with-
out requiring a separate photoresist stripping process, whichwas a very
attractive process simpliﬁcation. The conversion efﬁciency of the com-
pleted device was not extraordinary. However, the grain size in the
CuInSe2 thin ﬁlms was much larger than in processes for which no
NaOH was applied as an etchant. In spite of this astonishing result,
this matter was not followed up any further since a contract mile-
stone-deliverable had to be reached in due time, and NaOHwas no lon-
ger used as the Mo etchant for monolithic integration.
It was indeed many years later when work of L. Stolt and colleagues
at the University of Uppsala, Sweden, showed that Na from soda-lime
glass indeed is a very important impurity for growing large-grain
CuInSe2 layers [65]. At this institution, CuInSe2 solar-cell stackswere de-
posited on sintered alumina substrates in the 1980s. This substrate ma-
terial is tough, temperature resistant, inert, and exhibits a thermal
expansion coefﬁcient similar to that of CuInSe2 (and Cu(In,Ga)Se2).
However, the supply of alumina substrates was limited, and therefore,
substrate materials with enhanced availability were required. This is
why, among other materials, soda-lime glass was tested, which is less
tough, less temperature resistant, less inert, but cheap, accessible, and
has a thermal expansion coefﬁcient which is similar to CuInSe2 (and
Cu(In,Ga)Se2).
At about the same time, H.-W. Schock and colleagues at the Institute
of Physical Electronics, University of Stuttgart, Germany, ran out of Na-
free Corning 7059 glass substrates and used, accidentally, “dirty” soda-
lime glass. These scientists found increased oxygen concentrations at
the CuInSe2 surface using photoelectron spectroscopy, which is (as we
know today) related to the Na diffusion from the soda-lime glass into
the CuInSe2 layers, and allowed fabrication of devices with conversion
efﬁciencies of 12.4% using this glass type in 1991 [66] (collaborative
work within the EUROCIS project). By 1992, conversion efﬁciencies of
almost 15% were achieved using CuInSe2 absorber layers and soda-
lime glass as substrates [67], which improved to 16.9% in 1993 with
Cu(In,Ga)Se2 absorbers [68] (both results also obtained within the
EUROCIS project).
The inﬂuence of Na on the grain growth of Cu(In,Ga)Se2 thin ﬁlms
has been related to the formation of Na polyselenides during the growth
process [69], which act as a source of Se. In addition, Cu(In,Ga)Se2 phase
formation via Cu2Se binaries is favored in the presence of Na, whichwas
suggested to lead to larger grains owing to the templating function of
the large Cu2Se crystallites (formed during the Cu-rich stage of the
growth process) [70]. The main effect of Na in Cu(In,Ga)Se2 thin ﬁlms
on the device performance has been attributed to the effective annihila-
tion of InCu point defects (donors) [71,72], which results in an overall
higher net doping concentration [73], thus, leading to higher open-cir-
cuit voltages [74].
7. Early years of chemical bath deposition of buffer layers
While in the previous sections, the focus was on the technological
development and the properties of the Cu(In,Ga)(S,Se)2 absorber
layer, the main issue of the solar-cell device was the optimization of
the p-n junction. For this purpose, the use of various materials systems
as n-type counterparts to the p-type Cu(In,Ga)(S,Se)2 have been eluci-
dated. Moreover, these materials have been also deposited using a vari-
ety of methods, ranging from (co)evaporation, sputtering, chemical
vapor deposition, and atomic layer deposition, to deposition from a
chemical bath. From all these research efforts during the past decades,
it was found that chemical bath deposition (CBD) is particularly suitable
for a controlled and well-adapted junction formation of various n-type
materials with the p-type Cu(In,Ga)(S,Se)2. Therefore, a speciﬁc section
is dedicated to this topic.
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The CBD of semiconducting sulﬁde, selenide, and oxide thin ﬁlms was
introduced a long time ago, already in 1884, when J. Emerson-Reynolds
reported the deposition of lead sulﬁde by a reaction between lead tartrate
and thiourea under basic conditions [75]. In addition, lead sulﬁde and lead
selenide devices preparedbyCBDwere evenused at the industrial level as
infrared detectors during the SecondWorld War. Thereafter, this deposi-
tion method for semiconducting ﬁlms has then been mostly ignored for
decades also owing to the rapid development of deposition methods
from the gas phase (physical and chemical vapor deposition).
A revival of research efforts into CBD-CdS thin ﬁlms in the beginning
of the 1980s originated from the work of Prof. Chopra's group in New
Delhi, India, who provided a detailed review and an in-depth study on
the CBD of CdS thin ﬁlms [76], ﬁrst reported in 1961 [77]. In 1989,
whenworking on CuInSe2 solar cells within the European EUROCIS pro-
ject, interest arose at the Ecole Nationale Superieure de Chimie Paris in
trying the CBDmethod developed by Prof. Chopra'swork to prepare CdS
ﬁlms for CuInSe2 solar cells, as an alternative to the evaporation
methods applied up to that date. D. Lincot and coworkers repeated the
experiments described by Prof. Chopra's publication and eventually
found appropriate conditions for optimal CBD of CdS, after having bro-
ken several tens of glass tubes. This allowed for rapidly testing a broad
range of experimental parameters and to select those leading to hetero-
geneous instead of homogeneous deposition of CdS ﬁlms on the inner
glass-tube surface [78]. At about the same time, R. Birkmire and co-
workers at the Institute of Energy Conversion at the University of Dela-
ware, U.S.A., reported ﬁrst experiments on the use of CdS buffer layers
synthesized by CBD for solar cells [79].
The key ﬁnding by D. Lincot and coworkers was that the deposition
proceeded according to a well-deﬁned, surface-controlled mechanism,
independent of the hydrodynamic regime. These researchers also
found that CBD solutions with an excess of thiourea resulted in good
coverage properties of the CdS thin ﬁlms at low thicknesses (20 nm).
Joint studies immediately started within the EUROCIS project, in partic-
ular in collaboration with the group of H.-W. Schock at IPE, Stuttgart,
Germany, using such recipes with high thiourea concentrations. These
efforts resulted in a considerable breakthrough with solar-cell efﬁcien-
cies exceeding those of devices with sputtered or evaporated buffer
layers. Not only increased current densities, but also higher open-circuitFig. 3. Key results of the EUROCIS consortium concerning the use of CBD-CdS buffer layers
from 1991. Current-voltage characteristics of a Cd0.85Zn0.15S-CuInSe2 standard device (1)
and corresponding ZnO-CdS-CuInSe2 devices with sulﬁde-based and iodide-based CBD-
CdS buffer layers.
Reproduced with permission from Ref. [80].voltages were achieved [80,81] (see Fig. 3), which indicated a better in-
terface quality between the CuInSe2 absorber and the CdS buffer layers.
This work on the improvement of CBD-CdS buffer layers contributed
substantially to the record conversion efﬁciency published by the
EUROCIS group in 1993 (see Section 6 above).
Soon thereafter, it was found by analyzing the surface chemistry of
Cu(In,Ga)Se2 thin ﬁlms after the CBD process that the CBD solution
cleans selectively and changes the composition of the Cu(In,Ga)Se2 sur-
face, involving in-diffusion of Cd by surface-exchange reactions [82]. In
the following, CBD became the standard technology for CdS buffer
layers [83]. Fundamental mechanistic studies demonstrated in parallel
that the growth mechanism relies on well-deﬁned and successive reac-
tion steps at the atomic level at the Cu(In,Ga)Se2 surface, as also occur-
ringwhen depositing thin ﬁlms bymeans of chemical-vapor deposition
methods [84]. This fact was conﬁrmed by the occurrence of epitaxial
growth of CBD-CdS on various substrates, including CuInSe2 [85].
In 1994, another challenge was met within the follow-up of the Eu-
ropean network project EUROCIS (EUROCIS-M), which was devoted to
the large-scale manufacturability of solar-cell devices. One of the prob-
lems with CBD processes performed in beakers was the enormous loss
ofmaterial by homogeneous precipitation,whichwaswhyCBDwas ini-
tially not considered as a possiblemethod for large-area deposition. This
obstacle was solved by using large substrates oriented face-to-face with
each other, with rubber rings, having a thickness of 1–2 mm, as separa-
tors. The reacting solution was poured into the spacing provided by the
rubber rings. The walls of the beaker were covered by the substrates. In
theﬁrst successful attempt, on substrate areas of 30 × 30 cm2, due to the
lack of larger rubber rings, the window glasses were separated by soft
telephone cables.
Modiﬁcations of this conﬁguration, termed “two-plates conﬁgura-
tion” or “closed-space” CBD, were developed also for CdS deposition in
CdTe solar modules by the companies BP Solar and Shell Solar (using
multiplates in back-to-back pairs of substrates). However, mechanical
breaking problems arose in the EUROCIS project when upscaling the
plate area, owing to a bending effect induced by thermal stress during
the deposition of the Cu(In,Ga)Se2 layer at high temperature. In 1993,
a ﬂat reactor concept with the substrate at the bottom and an
oscillating wave to insure the renewal of the solution at the surface
was presented by D. Lincot [86], which was called the “photograph-
ic” process and which was further developed within the EUROCIS
M project. It was successfully transferred to the industry and is sold
nowadays as standard equipment for solar-module manufacturers.
This success was unpredictable in 1989 during the “test tube break-
ing” period.
In the early 1990s, the CBD method was developed also for other
buffer-layer materials, especially for Zn-based semiconductors (see
the excellent review by D. Hariskos [83]). In 1992, a recipe for a ZnS
buffer layer based on thioacetamide was presented, which resulted in
solar-cell efﬁciencies of 9%. However, the devices exhibited a consider-
able light-soaking effect [87]. In a subsequent publication, the formation
of zinc hydroxyl sulﬁde in an ammonia thiourea bathwas reported [88].
However, the real breakthrough for Zn-based buffer layers was
achieved by using Zn(OH)2/Zn(O,S,OH)x by K. Kushiya and coworkers
at Showa Shell Sekiyu in Japan (today: Solar Frontier) (Ref. [89]; for
more details, see Section 7.2 below).
Apart from CBD, atomic layer deposition (ALD) has also been used
successfully as a depositionmethod for buffer layers in Cu(In,Ga)(S,Se)2
solar cells, particularly successful for In2S3 buffers [90]. Although ALD is
nowadays also considered scalable and thus suitable for industrial
module production, CBD as buffer-deposition method still remains
in a strong leadership position with conversion efﬁciencies of up
to N22% reached by Zn-based CBD buffers, for devices with both,
coevaporated Cu(In,Ga)Se2 [91] and sequentially processed
Cu(In,Ga)(S,Se)2 [92] absorber layers. The success story that started
in the late 1980s, followed by ten years of golden pioneering period
[93,94] is still continuing.
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Showa Shell Sekiyu K.K. joined the Japanese New Energy and Indus-
trial Technology Development (NEDO) Solar Research and Develop-
ment project in 1993. Within this project, it was not planned to use a
CdS buffer layer for the solar modules, although CdS had, up to then,
been themainmaterial for this application. In the following, the circum-
stances for the development of a Cd-free Zn(O,S,OH)x buffer are de-
scribed in detail.
CdS exhibits a rather small band-gap energy of 2.42 eV. First, ZnO
was selected owing to its wider band gap (N3.3 eV). Also, it is of the
same material as the window layer applied (i.e., doped ZnO), but with
high resistivity being undoped. However, Zn is well known as an am-
photeric element, i.e., it was very difﬁcult to annihilate the Zn(OH)2 con-
tent completely by dehydration of Zn(OH)2 ➔ ZnO + H2O in a strong,
caustic (pH N 10) solution of a CBD process. The chemical stability of
the Cu(In,Ga)(S,Se)2 based absorber layer allowed for the usage of a
strong caustic condition given by an ammonia solution. However, it
led to the formation of a complexwith a Zn ion. Due to the largermolec-
ular size of Zn(OH)2, the colloid formation reaction was accelerated.
Therefore, a higher bath temperature of 85 °C, compared with 65 °C,
for CdS was employed to increase the growth rate [89,95].
To reduce the Zn(OH)2 content further and to enhance the resistivity
of the buffer layer, thiourea dissolved in a deionizedwater was added to
the CBD solution. As a result, a mixture of ZnO, ZnS and Zn(OH)2
(termed Zn(O,S,OH)x) as a high-resistivity buffer layer was deposited
on the Cu(In,Ga)(S,Se)2 absorber. Owing to the Zn(O,S,OH)x band-gap
energy of N3.3 eV, the short-circuit current densities jsc were enhanced
by at least 2 mA/cm2, without any loss in absorption, within the wave-
length range from 300 to 520 nm [95].
As one of the disadvantages of a wet CBD process for CdS deposition,
in which the Cu(In,Ga)(S,Se)2 surface layer/Cu(In,Ga)Se2 absorber/Mo/
glass stack is immersed completely into the solution, it was recognized
that it required an extra step to wipe off the CdS-deposited edge and
rear sides of the substrate by ethanol. This extra work was understood
as a substantial disadvantage for commercialization. In contrast, ZnO
was employed as a buffer layer because it was an essentially high-resis-
tivity material, and the additional cleaning step was not necessary.
The resistivity of Zn(O,S,OH)x is about ten times larger than that of
CdS. Therefore, CBD techniques have been employed in order to not
only deposit Zn(O,S,OH)x ﬁlms with good coverage on the
Cu(In,Ga)(S,Se)2 absorber layers, but also to realize substantially small-
er thicknesses (around 5 nm) than normally applied for CdS buffer
layers (50 to 100 nm). Such small thicknesseswere expected to enhance
the tunneling of charge carriers through the barrier.
When depositing CBD-CdS buffer layers, large amounts of Cd-con-
taining, liquid waste have to be dealt with in commercialization, and
the corresponding waste disposal of the CBD solution is rather expen-
sive, substantially increasing the manufacturing costs. In contrast, for
baseline processes with Zn(O,S,OH)x buffer layers, the same CBD solu-
tion can be used at least six times, resulting in equally good solar mod-
ules, although the colloid formation reaction proceeds continuously. At
Showa Shell Sekiyu K.K., awaste-disposal processwas developed for the
caustic CBD solution containing ZnO, ZnS and Zn(OH)2. In this process,
ammonia was at ﬁrst removed from the heated solution by
discomposingwith a catalyst, in order to neutralize the waste CBD solu-
tion, and then, dry-solid powders of ZnO and ZnSwere collected, which
were treated as industrial waste.
Maintenance of the CBD equipment used for CdS deposition always
requires full protection clothing, as well as other safety goods because
of the use of a dilute acidic (e.g., HCl) solution. In order to avoid such
extra expenses, and for enhanced safety conditions in the workplace,
Cd-free materials for the buffer layer were selected, even in the early
stage of research and development.
The hardness of ZnO-based buffer layers is larger than that of CdS. As
a result, CdS did not work well as a suitable shock absorber against thesputtering process applied for the doped ZnO window layer. Thus,
owing to damage on the surface of the Cu(In,Ga)Se2 absorber, it was
not possible to control the junction quality, although researchers tried
to reduce the impact of the sputter bombardment. Therefore, deposition
techniques based on metal-organic chemical vapor deposition
(MOCVD) were applied for a ZnO:B (BZO) transparent conductive
oxide window [96]. One of the advantages of the MOCVD-BZO window
was that an insufﬁciently doped, high-resistivity ZnO thin layer was de-
posited at the initial stage of its hetero-growth on a Zn(O,S,OH)x buffer
layer [97]. The thickness of this initial layer was controlled by adjusting
the timing of the doping. This technique had been, for the ﬁrst time, de-
veloped by ARCO Solar, Inc. (ASI) [98], where a MOCVD-BZO window
was deposited on a CdS buffer layer. Then, based on this growth
model, thewindowdesignwasmodiﬁedby depositing a high-resistivity
ZnO layer between the Cu(In,Ga)Se2 absorber and the conductive
ZnO:Al (AZO) window layer.
Theﬁnding of a light-soaking effect of the baseline Zn(O,S,OH)x buff-
er layers was key to achieve enhanced conversion efﬁciencies. The sen-
sitivity to light soaking is believed to correlate strongly with the
concentration of hydroxide in the CBD buffer layer. CBD-CdS, in con-
trast, does not exhibit a strong light-soaking effect, probably since the
hydroxide concentration is substantially smaller (less than a few
mol%, asmeasured bymeans of X-ray photoelectron spectroscopy) [99].
8. Production processes for Cu(In,Ga)(S,Se)2 photovoltaic industries:
from ARCO Solar to the present day
Eventually, research efforts performed at the laboratory scale are
supposed to be transferred to industrial production of Cu(In,Ga)(S,Se)2
solar modules. Therefore, it is essential to look into the development of
industrial production during the past decades in this ﬁnal section of the
present contribution.
8.1. Development of stacking sequences during the past three decades
Fig. 4 gives an overview of this development. For a recent review on
industrial Cu(In,Ga)Se2 processes and stacking sequences of the corre-
sponding solar modules, the reader is referred to Ref. [100].The ﬁrst
10% efﬁcient solar-cell produced at Boeing Aerospace Company in
1982 consisted of a CdS:In(2–4 μm)/CdS(0.5–1.5 μm)/CuInSe2(2–
6 μm)/Mo thin-ﬁlm stack on a borosilicate glass substrate, where
CuInSe2 was deposited as a high-resistive/low-resistive bilayer [7].
Back then, SiOxwasused as antireﬂection coating, instead ofMgF2 as ap-
plied nowadays. During the following years, the CdS:In/CdS window
was replaced ﬁrst by evaporated CdZnS [8], then by a thin (50 nm)
CdS layer, grown by CBD, which was introduced by ARCO Solar Inc.
[10] (see also Sections 3 and 7 above). Further improvements in the
window layers of the solar-cell stack were achieved by using a high-re-
sistivity/low-resistivity ZnO:Al bilayer, which was sputtered on the
CdZnS buffer layer. The high resistivity partwas realized by anundoped,
intrinsic (i-)ZnO layer of few tens of nanometers in thickness [101].
Using this approach, a 13.7% efﬁciency record was reached at Boeing
Aerospace Company, applying a bilayer process for Cu(In,Ga)Se2 depo-
sition, during which ﬁrst a Cu-rich, and then a Cu-poor Cu-In-Ga-Se
layer was coevaporated, resulting in an overall Cu-poor composition.
In contrast, 13% solar cells were produced at ARCO Solar Inc. using a se-
quential Cu(In,Ga)Se2 process, i.e., ﬁrst sputtering of Cu, In, Ga, and then
selenization of these precursors in H2Se gas [10].
In 1994, researchers at NREL developed a three-stage process for
Cu(In,Ga)Se2 layer deposition. It comprises the deposition of an In-Ga-
Se precursor, then coevaporation of Cu-Se until excess Cu-Se forms on
top of the Cu(In,Ga)Se2 layer, and ﬁnally In-Ga-Se in order to consume
the excess Cu-Se again, resulting in a Cu(In,Ga)Se2 layer with overall
Cu-poor composition [102]. The beneﬁcial role of the Cu-Se phase was
discussed by Klenk et al. [103].
Fig. 4. Development of stacking sequence in Cu(In,Ga)(S,Se)2 solar cells for industrial application through the past four decades.
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proved the Cu(In,Ga)(S,Se)2 solar-cell performance even further (see
Section 6 above). One option is that Na diffuses from the Na-containing
glass substrate. Alternatively, a diffusion-barrier layer (e.g., Si-N, Si-O)
prevents Na diffusion from the glass, and a Na precursor (e.g., a thin
NaF layer) is deposited on top of the Mo/barrier/substrate stack (or Na
is already incorporated in the Mo layer), prior to the Cu(In,Ga)(S,Se)2
layer deposition. By the end of the 1990s, MoSe2 formation between
Mo and Cu(In,Ga)(S,Se)2 has attracted substantial attention [104], and
efforts have beenmade in order to control its thickness and other prop-
erties in order to optimize the electrical properties at the back contact.
8.2. ARCO Solar
ARCO Solar Inc. (ASI) was founded as Solar Technology International
in 1975, and by 1980, it was the world's largest photovoltaic manufac-
turer with a crystalline silicon capacity of about 1 MW/yr. ASI began
work on CuInSe2 photovoltaic devices in late 1981, soon after Boeing
Aerospace Company had reported a 10% thin-ﬁlm CuInSe2 solar cell
(see Section 3 above). Early ASI work on CuInSe2 focused on elemental
coevaporation, but the company also explored sputtered binary sele-
nides and electroplated elemental metal stacks with subsequent H2Se
selenization as pathways to lower-cost commercialization. The chal-
lenges of uniform precision electroplating on large areas at high rates
motivated a shift to sputtering of Cu and In precursor stacks, from
which world record cells (13% in 1988 [10]) were produced. A key en-
abling advance was a ﬁrst-order Cu-In hydride-selenization model,
based on an adaptation of Si-oxidation models [105].Early two-step CuInSe2 ﬁlms often featured poor adhesion at both
the Mo/substrate and the CuInSe2/Mo interfaces. Overall, the adhesion
improved substantially by upgrades in substrate cleaning, implementa-
tion of adhesion layers (e.g., Cr), adjustments to the Mo properties (via
the sputter conditions), and tuning of the selenization parameters,
which probably also affected the properties of the intermediate MoSe2
layer (as discovered only later, see Section 8.1). Ga was added by
using Cu-Ga sputter targets with the aim of producing Cu(In,Ga)Se2
ﬁlms exhibiting larger band-gap energies; however, the selenization
processes of that time yielded strong Ga concentration gradients, i.e.,
the effective band-gap energy of the Cu(In,Ga)Se2 absorber layer was
largely unchanged. However, the presence of a high Ga concentration
near the Mo further improved the adhesion at the Cu(In,Ga)Se2/Mo in-
terface and broadened the selenization processing ranges,which in turn
led to larger average grain sizes in Cu(In,Ga)Se2 ﬁlms.
Cu(In,Ga)Se2 solar cells at ASI initially comprised evaporated CdS/
CdS:In transparent electrode stacks, similar to contemporaneous solar
cells at other manufacturers. The photocurrent densities of these de-
vices were increased by decreasing the optical absorption in the CdS
layer, ﬁrst by replacing CdS:In with metal oxides exhibiting larger
band-gap energies, and second by replacing evaporated CdS with thin,
dense, and conformal chemical-bath-deposited buffer layers. A low-
temperature, chemical vapor deposition process was developed to de-
posit ZnO:B as a low-cost, controllably-textured transparent conductor.
Improvements in Cu(In,Ga)Se2/Mo adhesion and Cu(In,Ga)Se2 ﬁlm
quality increased the stable cell efﬁciency and sparked a shift to work
on larger, commercially-relevant substrate sizes as well as the develop-
ment of manufacturing tools, processes and infrastructure, including
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interrupted this progression; the focus shifted to vapor-phase and
solid-state selenization. Eventually hybrid chalcogenization processes
incorporating solid-state Se and hydride gases were developed, e.g.,
H2Se to improve the optoelectronic properties of Cu(In,Ga)Se2, and
H2S to produce Cu(In,Ga)(Se,S)2 ﬁlms. Sulfurization of the surface of
the synthesized Cu(In,Ga)Se2 layer resulted in an increased band-gap
energy at the Cu(In,Ga)(S,Se)2/CdS interface, which improved the
open-circuit voltage of the device substantially.
In 1990, ASI was taken over by the European joint-venture partner
Siemens Solar, and in 1998, the ﬁrst worldwide commercial series pro-
duction of Cu(In,Ga)(S,Se)2 solar modules (with 40 Wp of nominal
power) was started in Camarillo, California. The Siemens Solar
Cu(In,Ga)Se2 research team in Germany realized various additional ad-
vances, including, most notably, rapid thermal processes, which were
subsequently commercialized at Avancis, Germany. Also at ASI's Asian
joint venture partner Showa Shell Sekiyu, progress in module
manufacturing was achieved, mainly by a “sulfurization after
selenization” Cu(In,Ga)(S,Se)2 process as well as by a Zn(O,S,OH)x buff-
er layer, commercialized later by Solar Frontier (see Section 7.2 above
and Section 8.3 below).
ASI's 1980s work on electroplating and atmospheric-pressure
selenization, on chemical bath deposition of buffer layers and on chem-
ical vapor deposition of transparent conductors indicated that non-vac-
uum processes may yield Cu(In,Ga)Se2 solar-cell devices with good
qualities. Various groups further explored non-vacuum Cu(In,Ga)Se2
processing with the aim of reducing the capital cost of production
tools and facilities as well as the materials costs of manufacturing.
These groups included Unisun and International Solar Electric Technol-
ogies, which independently developed non-vacuumprocesses based on
nanoparticulate materials. Unisun focused on core-shell, mixed-metal
oxide nanoparticles formed by aerosol pyrolysis, on precursor layer de-
position by spraying, dipping, spinning, or printing, and on Cu(In,Ga)Se2
ﬁlm formation by reactive annealing and on-demand, in-situ hydride
generation. Unisun technology was licensed to Nanosolar, which in
turn went on to develop low-cost mechanical milling of mixed-metal
nanoparticles, high-speed roll-to-roll slot-die printing of precursor
layers on metal foil, and non-hydride selenization to form large-area
cells. SoloPower developed roll-to-roll Cu-In-Ga electroplating, solid-
state chalcogenization, and light-weight ﬂexible modules. In France,
an electroplating route for Cu(In,Ga)Se2 was initiated in the beginningFig. 5. Baseline process of Cu(In,Ga)(S,Se)2 solar modules tof the 1990s within the EUROCIS and EUROCIS-M projects, which was
then further developed at IRDEP at the beginning of the 2000s and led
to the founding of the start-up company Nexcis. These non-vacuum
strategies provide a high-return-on-capital alternative to vacuum-
based Cu(In,Ga)Se2 technologies.
8.3. Solar Frontier, Japan
The baseline process for production of Cu(In,Ga)Se2 absorber layers
with a very thin surface layer of Cu(In,Ga)(S,Se)2 at Solar Frontier is
depicted in Fig. 5. The absorber synthesis by “sulfurization after
selenization” (SAS) is described in detail further below. A Zn(O,S,OH)x
buffer layer instead of CdS, and a ZnO:B window layer (BZO, originally
developed by ARCO Solar Inc.), instead of a ZnO:Al (AZO, introduced
by Boeing Aerospace Company), are used in order to reduce absorption
losses in the short-wavelength and plasma regions.
The “sulfurization after selenization” process (Fig. 6) comprises
sputtering of a Cu-Ga-In precursor layer using Cu-Ga alloy and In tar-
gets, selenization using dilute H2Se gas and ﬁnally a sulfurization step
using dilute H2S gas in the reaction furnace, which results in a
Cu(In,Ga)(S,Se)2 surface layer on top of a Cu(In,Ga)Se2 absorber [106,
107]. Goushi et al. showed that Ga diffusion towards the
Cu(In,Ga)(S,Se)2 surface is enhanced when using higher substrate tem-
peratures and longer holding durations for the sulfurization step [108].
It was also revealed that it is possible to increase the sulfur content in-
corporated into the Ga-graded Cu(In,Ga)Se2 absorber by properly
selecting the growth parameters [108,109].
The use of dilute instead of pure reactive gases has the advantage of
reduced gas consumption; thus, reduced production costs. The thick-
nesses of the complete Cu(In,Ga)Se2/Cu(In,Ga)(S,Se)2 layers are about
1.2–1.5 μm. Used sputtering targets can be recycled, because they are
not contaminated considerably in the baseline process.
9. Conclusions
The presentwork provides a historical retrospective on severalmile-
stones and key innovations in the research and development of
Cu(In,Ga)(S,Se)2 solar cells, as witnessed and presented by the coau-
thors working in their laboratories or companies at that time. It be-
comes apparent that one is well advised to remain open minded, even
when concentrating on very speciﬁc issues in daily research work.ransferred to commercial production at Solar Frontier.
Fig. 6. Schematics of the “sulfurization after selenization” (SAS) process at Solar Frontier K.K.
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by chance when actually aiming at developing broad-band photodetec-
tors for optical communication, it was shown that innovative technolo-
gies for a speciﬁc applicationmay arise fromdevelopments in a different
ﬁeld. Other insights simply resulted from accidents or by chance in the
experimentalwork, as, e.g., the issue of Na from the soda-lime glass sub-
strate. Moreover, very often, the observation of an unexpected result or
effect gets overlooked and receives no further attention for investiga-
tion or analyses, owing to restricting boundary conditions, such as pro-
ject milestones. Here, it is recommended to always pay attention to
things one does not understand, study them and analyze them, because
this is where breakthroughs come from.
Cu(In,Ga)(S,Se)2 solar-cell efﬁciencies have improved to remarkably
high values of N22%. There are good prospects for further improvement
as progress continues. However, industrial production of correspond-
ingly high-efﬁciency solar modules with low production cost requires
overcoming additional challenges. In this context, furtherwork is neces-
sary, especially for the development of simple and robust deposition
methods alongwith device structures requiring less complexity for pro-
cessing and less stringent conditions of large-area uniformities, without
sacriﬁcing the efﬁciencies. New directions of research, such as ﬂexible
solar cells on low-cost substrates, cells with thinner absorber layers, de-
vice concepts based on passivated surfaces and point contacts or tan-
dem solar cells, microcells among others, offer interesting options for
further developments. The historical developments described in the
present summary may provide motivation for ﬁnding innovative and
unconventional solutions.Acknowledgements
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